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CONTINUOUS 
CUTTING HEADS

THE PRODEM PRW CONTINUOUS 
CUTTING HEAD HAS PATENTED CUTTER 
HEADS FOR CONTINUOUS CUTTING 
AND IS SPECIALLY DESIGNED FOR 
MOUNTING ON EXCAVATORS.

The innovative system allows the whole width of the 
attachment to cut without gaps.

It is ideal for finishing flat surfaces and trenches, profiling 
tunnels, foundations and concrete surfaces. It can also be 
utilised for milling asphalt and cement, milling plaster and 
clipping roots and tree trunks, and for use on sites with noise 
and vibration sensitivities.

FEATURES AND BENEFITS OF PRODEM CONTINUOUS
CUTTING HEADS
To suit 1.2T - 12T excavators
Patented cutter heads with continuous cutting
High precision – whole width of attachment cuts 
without gaps
Gives maximum performance with less noise and vibration 
than conventional rock breaking methods 
Milled material can be reused on site
Dust suppression fitted as an optional extra

CONTINUOUS CUTTING HEADS

QUIET & PRECISE.  
CAN BE USED FOR 
MILLING CONCRETE, 
ASPHALT & CUTTING 
TREE STUMPS/ROOTS

IDEAL FOR FINISHING 
FLAT SURFACES OR 

TRENCHES
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A Force You Can Depend On

TECHNICAL SPECIFICATION

Model Excavator Weight 
Class (t) Weight (kg) Width (mm)

 (Cutting Profile)
Drum Diameter (mm) 

(Cutting Profile)
Required Oil
 Flow (l/min)

Max. Required Oil 
Pressure (bar) Max. Torque Max. Cutting Force

PRW010C 1.2–3.0 90 370 230 20–40 250 600nm (at 250 bar) 5100n (at 250 bar)

PRW030C 2.5–4.5 170 480 260 30–60 300 1060nm (at 300 bar) 8100n (at 300 bar)

PRW060C 6–10 400 500/440 (*) 420 65–115l 300 3800nm (at 300 bar) 18500n (at 300 bar)

PRW100C 9–12 670 540/490 (*) 480 90–150l 300 5900nm (at 300 bar) 24500n (at 300 bar)

*Narrow drums for increased penetration


